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LIGHTWEIGHTTRANSPARENTOUTDOORDISPLAY SOLUTION

AMmk2 series is an innovative see-through LED

display that can be adopted in various scenarios
including music festivals, sports events, and
concerts.

This series has high transparency, a high contrast
ratio, and sufficient brightness. It can present
astonishing visual effects without obscuring
scenery behind the display.

With the protection mark of IP65, the AMmk2
series can work stably in dusty or rainy weather.
Besides, its cabinets are light, weighing only
10.5kg/m?, which is convenient for moving and
assembly; it also supports hoisting and stacking
installation, to meet the requirement for integrated

system solutions for different outdoor events.

A great display solution for live events, well-designed

quality screens.

Outdoor applications
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Fast Installation Easy Maintenance

8.33mm

4000nits

1200x1200x55.4mm






KEY FEATURES

Transparent

Featured in 70% transparency, the AMmk2 series
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can be used to showcase creative content and

ll

present unique visuals

High Transparency

Quick installation

Lightweight and ultra-thin, make it easy to assembly cabinets
Neat circuit layout for quick-setup

Excellent Visuals

With a calibrated brightness of 4000nits and a high contrast ratio of
22000:1, this series clearly presents content

The better image quality of AMmk2 compared with other products



Adjustable Curvature

Supports concave or convex curved
screen setups to achieve creative
display projects;

Screen curvature can be adjusted from
-15°to10°

High protection

LED beads on the module have a
protective layer on their surface;

Front and rear IP65;
Flame retardant rating UL94 VO

Easy Maintenance

Front maintenance, easy-to-remove modules

Independent PDU for easy replacement




SPECIFICATIONS
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Model Number IL-RSS-ORAM8.3mk2 IL-RSS-ORAMS8.3mini-mk2
Pixel Pitch 8.33mm 8.33mm
Physical Density 14,400 pixels/m? 14,400 pixels/m?2
LED Arrangement 3IN1SMD 3IN1SMD
Module Dimensions 600x75x12mm 600x75x12mm
Module Resolution 72x9pixels 72x9pixels
Cabinet Dimensions 1200x1200x55.4mm 1200x600x55.4mm
Cabinet Resolution 144x144pixels 144x72pixels
Transparent Ratio 70% 70%
Cabinet Weight 15.5Kg 8.5Kg
Brightness 4000nits 4000nits
Max. Power Consumption 660w/panel 330w/panel
Avg. Power Consumption 220w/panel 110w/panel
Viewing Angle 160°/160° 160°/160°
Operating Power Source 100-240V AC 50/60Hz 100-240V AC 50/60Hz
Operating Temperature -20°C~+45°C -20°C~+45°C
Refresh Rate 3,840Hz 3,840Hz
IP Rating IP65 IP65
Signal Input Source DVI, HDMI, DP, SDI
Certification CE, FCC, ETL, RoHS

The product specifications can be customized
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